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ELEC
TRIC

 
STRIKES

All measurements are approximate and are provided for informational purposes only. 
Refer to the product Installation Instructions.

7430/7431 
Electric 
Strikes1-1/4"

31.8mm 3/32"
2.4mm

4-1/8"
104.8mm

3-3/8"
85.7mm 4-7/8"

123.8mm

JAMB
STANDARD UNIT FITS DIM. “A” 

UP TO 1-1/16"
MOUNTING BRACKETS 

FURNISHED
“A”

3-3/8"
85.7mm

1-1/16"
27mm

1-11/16"
42.9mm

21/32"
16.7mm

1-13/32"
35.7mm

PRESSURE 
SENSITIVE

SPACER

JAMB

TURN STRIKE 
UPSIDE DOWN 

FOR OPPOSITE HAND

MOUNTING BRACKET
(MOUNTING CLIP)

WELDED TO JAMB OR 
PROVIDED

12-24 
COMBINA-

TION
SCREW 

(2 REQD.)

MOUNTING BRACKET
WELDED TO JAMB

VERTICAL 
OF ELECTRIC

STRIKE FACEPLACE
DIRECTLY OPPOSITE

OF DEADLATCH

HORIZONTAL     
OF CYLINDER

(A-R 4500 & 4700
SERIES DEADLATCHES)

HORIZONTAL     OF 
ELECTRIC STRIKE

12-24
(2 PLACES)

 “A”

3-3/8"
85.7mm

1-7/16"
36.5mm

4-1/8"
104.8mm

4-7/8"
123.8mm

3-5/8"
92.1mm

21/32"
16.7mm

1-1/4"
31.8mm

How to Order
7440 Electric Strike: Specify quantity and the following information. Order related products separately.

MODEL FEATURES* FINISH

7440 M 628
-  None 313   Dark Bronze Anodized 628  Clear Anodized

M  Monitored 335 Black Anodized 629  Bright Stainless

605  Bright Brass 630  Satin Stainless

606  Satin Brass

*Fail-secure can be field converted to fail-safe or vice-versa.

7440 Dimensions

Jamb Preparation Installation


