
Rack Enclosures Bell, Siren, and Speaker Enclosures
We’ve Got You Covered
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Protect your audible devices from the elements and vandals with Mier enclosures!

Bell Boxes
BW-306 is 14”W x 14”H x 3.75”D (Minimum 25 units)
•  Bell mounts to removable door
•  Front door louvers for maximum sound output
•  Space for company logo to be silkscreened
•  Studs for mounting tamper switch
•  Quick-mount frame

BW-307 is 13.5”W x 13.5”H x 4”D
•  Bell mounts to hinged plate
•  Front door louvers for maximum sound output
•  Space for company logo to be silkscreened
•  Studs for mounting tamper switch

BW-308 is 13.5”W x 13.5”H x 4”D
•  Bell mounts to bolt-on plate 
•  Front door louvers for maximum sound output
•  Space for company logo to be silkscreened
•  Studs for mounting tamper switch

BW-312 is 12”W x 12”H x 3.5”D (Minimum 25 units)
•  Bell mounts to removable door
•  Front door louvers for maximum sound output
•  Space for company logo to be silkscreened
•  Studs for mounting tamper switch
•  Quick-mount frame

Siren and Speaker Enclosures
BW-112 is 8.5”W x 6.625”H x 5.5”D 
•  Side mount holds several styles of speakers 
•  Staggered holes for maximum sound output
•  Mounting holes for strobe light

BW-113 is 7.25”W x 7.25”H x 6.25”D
•  Holds popular sizes of speakers and sirens
•  Front vents/louvers for maximum sound output
•  Speaker/siren mounts by sliding into brackets
•  Brackets hold tamper switches

BW-114 is 11”W x 9.25”H x 6”D
•  Side mount holds several styles of speakers
•  Staggered holes for maximum sound output
•  Mounting holes for strobe light

BW-115/116 is 11.25”W x 8.25”H x 10.5”D
•  Holds popular sizes of speakers and sirens
•  Front vents/louvers for maximum sound output
•  Speaker/siren mounts by sliding into brackets
•  Brackets hold tamper switches

NOTE: 
Bells, 
Sirens, 
Speakers 
and Tamper 
Switches 
are NOT 
included

Side-mount style
(BW-112 & BW-114)

BW-306

BW-307

BW-308

Front facing style 
(BW-113 & BW-115/116)
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