
Video Mount Products  Mounting Solutions for A/V, Communications and Security

The 27 RU (Rack Unit) equipment rack enclosure shall be the Video 
Mount Products (VMP) EREN-27.  The EREN-27 works with all EIA 

compliant 19” rack equipment and accessories.  The overall 
dimensions for the EREN-27 are 51.88” H (54.78” with provided 
casters) x 23.6” W x 23.6” D with a maximum useable depth of 

19.875”.  The EREN-27 shall come equipped with two sets of 
adjustable rack rails which are #10-32UNF threaded and have 

rack spaces numbered.  The EREN-27 shall come preloaded with 
5 x ER-S2UV (Vented Two Space Rack Shelf ) and 5 x ER-2B (Two 

Space Blank Panel).  The EREN-27 shall come with a lockable single 
hinged temper glass front door and a lockable double hinged 

steel rear door.  Both front and rear doors shall be removable and 
reversible.  Alternative door types shall be available for purchase.  

The EREN-27 shall come equipped with a dual fan tray preinstalled 
at the top of the enclosure.  The top and bottom of the EREN-27 

shall be vented and include knockouts for cable entry.  The EREN-
27 shall have removable side panels which can accept locks (sold 

separately).  The EREN-27 shall have a load capacity of 1,000 lbs.  
The EREN-27 shall be fully welded and ship assembled.  The EREN-

27 shall have a powder coat black fi nish.

Video Mount Products

345 Log Canoe Circle   Stevensville, MD 21666
Toll Free: 877.281.2169  Telephone: 410.643.6390

Facsimile: 410.643.6615   www.videomount.com

Product Specifi cations:
(for Architects & Engineers)

EREN-27
19” Equipment Rack Enclosure – 27 spaces

Product Features:

Works with all standard 19” rack equipment and accessories
Preloaded with qty 5 ER-S2UV and qty 5 ER-2B
Rails threaded with standard 10-32 threading

Tempered glass front door 
Double swing steel rear door 

Adjustable front and rear rails
Vented top and bottom 

Pre-installed cooling fans
Top and bottom cable routing knockouts

Reversible hinged front and rear door
Removable side panels (with optional locks)

Casters and leveling feet
Welded steel construction

Ships assembled
Load capacity – 1,000 lbs / Black powder coat fi nish 

Available w/o the preloaded ER-S2UV’s and ER-2B’s - (EREN-27E)
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Information and designs contained in this 
drawing are the proprietary property of 
Video Mount Products (VMP).  None of the
design or any information contained in this 
drawing may be reproduced or disclosed
to others without prior written consent of 
Video Mount Products (VMP).

Units: mm [inch]

EREN-27 & EREN-27E
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